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 Best Practices for Applying Road Control Plus 

1. Recommended Equipment & Setup

• Sprayer Setup: Apply the product using a boom sprayer supplied from a water tank

or a tote. This setup can be mounted on a water truck, pulled behind a cart, or

placed in the bed of a pickup truck.

• Spray Tips: Use "flat fan" spray tips, such as a Flood brand 7.5 (noted in the

manufacturer guidelines as a "Flood®" brand tip #7.5).

• Spray Pattern: It is critical to properly space the nozzles on the boom sprayer so

that the spray patterns overlap, ensuring full and even coverage of the surface.

• Product Consistency: Road Control Plus is ready-to-use and water-thin, meaning

no labor is needed for mixing and it will easily flow through any liquid sprayer.

2. Application Procedures by Desired Outcome The application method varies

depending on your specific goal for the surface: 

A. Dust Control

• Preparation: (Optional) Scarify and pulverize the surface to a depth of 1 to 2 inches.

• Moisture: Water the surface as needed prior to application.

• Application Rate: Apply an initial coat of 1/4 to 1/2 gallon per square yard. For

subsequent applications, use 1/4 gallon per square yard.

• Finishing: (Optional) Roll the surface to compact it for the best results.

B. Dust Abatement

• Preparation: Thoroughly water the surface well before applying the product.

• Application Rate: Apply at a steady rate of 1/3 gallon per square yard.

C. Soil Stabilization

• Preparation: Scarify and pulverize the soil to a depth of 1 to 2 inches and water as

needed.
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• First Coat: Apply Road Control Plus at a rate of 1/2 gallon per square yard.

• Mixing: Regrade the surface to mix the product thoroughly into the soil.

• Finishing: Roll the surface to compact it and then apply a final topcoat of the

product at the same rate of 1/2 gallon per square yard.

4. Coverage Expectations & Maintenance

• Volume Planning: One 275-gallon tote of Road Control Plus will cover

approximately 10,000 square feet. If you are treating standard 12-foot-wide road

lanes, you will need roughly 7 totes to cover a single lane-mile.

• Reapplication Schedule: The product's binding properties rejuvenate with

moisture, but you can generally expect the treatment to last for about 2 months

before needing a reapplication. Keep in mind that this frequency will vary based on

local weather conditions, as well as the weight and frequency of tra:ic on the road.

5. Safety & Handling

• Personal Protective Equipment (PPE): While the product is non-toxic and

environmentally safe, it is recommended to wear protective clothing, gloves, and

safety eyewear during application.

• Spill Management: Clean up any spills completely before walking in the area, as

spilled material can be slippery.


